SOLID COVER FOR STD DWG DB1

DESIGN DATA
STANDARD STEEL. Fy = 36,000 psi

1. ALL STRUCTURAL STEEL. STRUCTURAL CARBON STEEL CONFORMING TO M270, GRADE 36, AND NOT DISSALVANIZED AFTER FABRICATION, IN ACCORDANCE WITH ASTM A 125.

2. USE SOLID COVER ONLY IN APPLICATIONS THAT WILL NOT CARRY TRAFFIC.

NOTES

DIMENSIONS QUANTITIES (LB)

<table>
<thead>
<tr>
<th>W</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>T</th>
<th>COVER</th>
<th>FRAME</th>
<th>TOTAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>Z-1/2</td>
<td>2</td>
<td>2</td>
<td>1/2</td>
<td>1/2</td>
<td>131</td>
<td>160</td>
<td>291</td>
</tr>
<tr>
<td>Z-1/2</td>
<td>2</td>
<td>3/4</td>
<td>1/2</td>
<td>1/2</td>
<td>189</td>
<td>160</td>
<td>349</td>
</tr>
</tbody>
</table>

SECTION C-C or D-D

FRAME DETAILS

COVER PLAN

SECTION A-A

SECTION B-B

NOTES

1. ALL STRUCTURAL STEEL. STRUCTURAL CARBON STEEL CONFORMING TO M270, GRADE 36, AND NOT DISSALVANIZED AFTER FABRICATION, IN ACCORDANCE WITH ASTM A 125.

2. USE SOLID COVER ONLY IN APPLICATIONS THAT WILL NOT CARRY TRAFFIC.