NOTES:

1. PROVIDE APPROPRIATE W10 SERIES SIGNS WHEN DISTANCE BETWEEN NEAREST RAIL AND EDGE OF ROADWAY IS 100 FT OR LESS.

2. SEE STD DWG SN 1A FOR MOUNTING HEIGHT.

3. USE YIELD OR STOP SIGNS ONLY AT PASSIVE CROSSINGS, SEE MUTCD.

4. PLACE A 2 INCH WIDE WHITE RETROREFLECTIVE STRIP ON BACK AND FRONT OF ALL CROSSING SUPPORTS.

5. USE NUMBER OF TRACKS (R15-2P) PLAQUE SIGN WHEN MORE THAN ONE TRACK EXISTS.

12' MIN

6' MIN

2' MIN

9" MIN

SEE NOTE 1

SEE NOTE 3

SEE NOTE 4

SEE NOTE 5

VIEW OF MAX

YIELD

RURAL

URBAN

PAVED SHOULDER

BACK

5. USE NUMBER OF TRACKS (R15-2P) PLAQUE SIGN WHEN MORE THAN ONE TRACK EXISTS.

1. PROVIDE APPROPRIATE W10 SERIES SIGNS WHEN DISTANCE BETWEEN NEAREST RAIL AND EDGE OF ROADWAY IS 100 FT OR LESS.

2. SEE STD DWG SN 1A FOR MOUNTING HEIGHT.

3. USE YIELD OR STOP SIGNS ONLY AT PASSIVE CROSSINGS, SEE MUTCD.

4. PLACE A 2 INCH WIDE WHITE RETROREFLECTIVE STRIP ON BACK AND FRONT OF ALL CROSSING SUPPORTS.

5. USE NUMBER OF TRACKS (R15-2P) PLAQUE SIGN WHEN MORE THAN ONE TRACK EXISTS.