NOTES:
1. REFER TO STD. DWG. SN 14A FOR GENERAL NOTES.
2. USE 18-8 STAINLESS STEEL ROUND HEAD MACHINE SCREWS WITH NYLON WASHER. STAINLESS STEEL WASHER AND STAINLESS NUT. STAINLESS STEEL POP-RIVETS MAY BE SUBSTITUTED FOR MACHINE SCREWS.
3. USE GALVANIZED HARDWARE EXCEPT AS NOTED.
4. GALVANIZE FRAME TO MEET AASHTO M 111 (ASTM A 123).
5. REFER TO STD. DWG. SN 14E FOR SIGN FRAME BRACKET DETAILS.
6. DESIGN EXIT NUMBER PANEL WIDTH FOR EACH SIGN.
7. USE AN EXIT NUMBER PANEL WIDTH EQUAL TO THE SIGN PANEL WIDTH WHEN THE WIDTH DIFFERENTIAL IS 1 FT-6 INCHES OR LESS.
8. BUILD BOTTOM OF SIGNS WITH SUBSTRATE FLUSH WITH THE FRAME. BUILD DEEPEST AND BOTTOM OF SIGN WITH UP TO 1 INCH OVERHANG FROM FRAME.

SECTION A-A

1. REFER TO STD DWG SN 14A FOR GENERAL NOTES.
2. USE 18-8 STAINLESS STEEL ROUND HEAD MACHINE SCREWS WITH NYLON WASHER. STAINLESS STEEL WASHER AND STAINLESS NUT. STAINLESS STEEL POP-RIVETS MAY BE SUBSTITUTED FOR MACHINE SCREWS.
3. USE GALVANIZED HARDWARE EXCEPT AS NOTED.
4. GALVANIZE FRAME TO MEET AASHTO M 111 (ASTM A 123).
5. REFER TO STD. DWG. SN 14E FOR SIGN FRAME BRACKET DETAILS.
6. DESIGN EXIT NUMBER PANEL WIDTH FOR EACH SIGN.
7. USE AN EXIT NUMBER PANEL WIDTH EQUAL TO THE SIGN PANEL WIDTH WHEN THE WIDTH DIFFERENTIAL IS 1 FT-6 INCHES OR LESS.
8. BUILD BOTTOM OF SIGNS WITH SUBSTRATE FLUSH WITH THE FRAME. BUILD DEEPEST AND BOTTOM OF SIGN WITH UP TO 1 INCH OVERHANG FROM FRAME.