SHOWN ON STD DWG BA 3A1, BA 3E2, BA 3M1, OR BA 3O2 WITH THE FOLLOWING MODIFICATIONS:

1. VARY THE TOP WIDTH FOR H LESS THAN 14 INCHES.
2. SECTION A-A MAY BE REPLACED WITH TYPICAL SECTIONS FOR H LESS THAN 14 INCHES.
3. SEE STD DWG BA 3C1 FOR SECTION LOCATIONS.

NOTE 2:
- MEDIAN & BARRIER
- 6" MIN TO 6 7/8" MAX (5" INCH BARRIER)
- CONDUIT SEE STD Dwg BA 3B
- 42 INCH BARRIER
- PCCP OR HMA PAVEMENT, TYP
- V1
- COMPACTED UTRC, TYP
- OPTIONAL EDGE OF BARRIER
- V3
- HOT MIXED
- V4
- V5
- V6
- V7
- V8
- OPTIONS

NOTE 3:
- VARY THE TOP WIDTH FROM 32 TO 36 AND MODIFY V1 BAR AS REQUIRED TO MAINTAIN MINIMUM COVER.

SECTION A-A

SECTION B-B

SECTION C-C

NOTES:
1. SEE STD Dwg BA 3C1 FOR SECTION LOCATIONS.
2. REINFORCEMENT FOR 42 INCH BARRIER SHOWN, REINFORCEMENT FOR 54 INCH BARRIER SIMILAR.
3. FOR H LESS THAN 14 INCHES, SECTION A-A MAY BE REPLACED WITH TYPICAL SECTIONS FOR H LESS THAN 14 INCHES SHOWN ON STD Dwg BA 3A1, BA 3E2, BA 3M1, OR BA 3O2 WITH THE FOLLOWING MODIFICATIONS:
- VARY THE TOP WIDTH FROM 32 TO 36 AND MODIFY V1 BAR AS REQUIRED TO MAINTAIN MINIMUM COVER.